
TECHNICAL DATA

Weight   1.55 kg

Material   Polycarbonate

Run Times   Please see instructions

Power source  230V a.c.

IP rating   56

Amps   0.25A (MAX)

Frequency   50Hz

Voltage   230 V.a.c.

ADDITIONAL INFORMATION;

Can be fully programmed using the DVS Handheld Programmer (AC01-001)

Control for 10 channels independently, as well as 2 WC Flushvalves.

For settings please refer to VR07-020 - Multi-Channel Control System instructions 

Available on www.dartvalley.co.uk  

MULTI-CHANNEL CONTROL SYSTEM

VR07-020

The DVS Multi-Channel Control System is suitable for; 
WC Flushing, No-Touch Taps, Showers & Bath Controls
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PRODUCT NUMBER

VR07-020   Multi-Channel Control System
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This Drawing/Information Sheet is the property of 
Dart Valley Systems Ltd and must be treated in confidence.
The Company reserves all rights to the information or articles
portrayed which may not be used, reproduced, loaned, copied or
shown to third parties without the consent of Dart Valley Systems Ltd.
Dart Valley Systems Ltd reserve the right to change the content and 
specification of this drawing without notice.

VR07-020 CONTROL BOX

Dart Valley Systems Ltd
Kemmings Close   Long Road 
Paignton   Devon TQ4 7TW
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Capable of controlling up to 2 adjacent En-Suite’s


